AMENDMENT UNDER 37 C.F.R. §1.111 
Application Number 10/687,609 



Our Ref: Q77989 
Art Unit: 3654 



AMENDMENTS TO THE CLAIMS 

This listing of claims will replace all prior versions and listings of claims in the 

application: 

LISTING OF CLAIMS: 

1 . (Currently Amended) Tape cutting-out equipment to wind and cut out tape supplied from 
a pancake in plural kinds of winding lengths on a reel, the equipment comprising: 

a tape supplying device that suppl iesy iftg the-ajape from sakl-a pancake- P to a tape 
winding device that winds the supplied tape ; 

a tap e winding d e vic e winding th e suppli e d tape from said tap e supplying d e vice; 

a memory unit that memorizesk*g position data of defect portions of the tape in said 
pancake; 

a winding length deciding unit d e ciding that decides a winding length of said tape based 
on the position data read out from said memory unit; 
a cutting device that cutstiftg said tape; and 

a cutting control unit controlling which controls said cutting device to make said cutting 
d e vic e cut said tape at a timing when said tape winding device winds said tape of said of th e 
winding length , which was decided by said winding length deciding unit^ 

wherein when said winding length deciding unit determines that no defect exists in said 
winding length, said winding length deciding unit determines that said winding length is the next 
winding length; and 

wherein when said winding length deciding unit determines that a defect portion does 
exist in said winding length, said winding length deciding unit determines the next winding 
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length by determining whether or not said defect exists in a shorter winding length than said 
winding length . 

2. (Currently Amended) Tape cutting-out equipment according to claim 1, wherein when 
said winding length deciding unit determines that no defect exists in a plurality of winding 
lengths, d e t e rmining wh e th e r or not a d e f e ct portion exists in on e kind of winding length and 
judging that no d e f e ct portion e xists based on position data r e ad from said memory unit, said 
winding length deciding unit decid e s determines that a longest winding length of said winding 
lengths is the next winding length th e on e kind of winding l e ngth as th e winding length n e xt 
wound ; and 

wherein when said winding length deciding unit determines that no defect exists in said 
winding lengths, j udging that a def e ct portion e xists, said winding length deciding unit d e cides 
determines the next plurality of winding lengths by determining whether or not another defect 
exists in a short e r oth e r kind of winding length said next plurality of said winding lengths . 

3. (Currently Amended) The Ttape cutting-out equipment according to claim 1, wherein 
said winding length deciding unit calculates combinations of winding lengths in which said tape 
can be wound without including any defect portions and with the least wast e of said tap e from 
one -said p ancake based on position data read from said memory uni t, and d e cid e s th e winding 
l e ngths . 

4. (Currently Amended) TheJFtape cutting-out equipment according to claim 3, wherein 
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said winding length deciding unit calculates aH-a plurality of combinations of winding lengths 

which are equal to or less than a length from a first defect to a second defect, compares among 

said windingable lengths in each combination calculated, and selec ts the longest winding length 

combination a combination windabl e long e st . 



5. (Currently Amended) A tape production supporting apparatus to cut out tape without 
waste from a pancake, the apparatus comprising: 

an input unit used in setting plural kinds a plurality of winding lengths scheduled to be 
produced in a production plan of a current day; 

a memory unit which memorizesiftg position data of defect portions of a_tape in the-a 
pancake; 

a computing unit which calculatesittg combinations of winding lengths which can be 
wound without including the defect portions and with the-ajeast amount of waste, said 
combination calculations being based on the position data read from said memory unit and the 
plural kinds plurality of winding lengths s e t through the input unit ; 

a ratio computing unit which obtainsmg a ratio of fee -usable tape usabl e from said efie 
pancake based on the combinations of the winding lengths calculated by said computing unit; 
and 

an output unit which outputstmg iudg e m e n t iudgment results of said ratio computing unit. 

6. (Currently Amended) A tape cutting method to cut out tape without wast e from a 
pancake, the method comprising the steps of: 



4 



AMENDMENT UNDER 37 C.F.R. §1.111 
Application Number 10/687,609 



Our Ref: Q77989 
Art Unit: 3654 



a calculation st e p calculating combinations of winding lengths of a tape which can be 
wound without including defect portions and with the least waste from ene-aj>ancake, wherein 
said calculations are based on plural kinds a plurality of winding lengths set in advance and 
position data of said defect portions of said tape in the -said p ancake recorded in advance; 

a ratio calculating st e p calculating a ratio of theusable tape usabl e from said ene-pancake 
based on the combinations of the winding lengths calculated by said calculation step; and 

a tap e cutting st e p deciding whether or not the pancake is usable based on said ratio 
calculating step, and 

cutting ike- unusable tape from the pancake when the pancake is determined to be usable. 

7. (Currently Amended) The Ttape cutting-out equipment according to claim 1, wherein 
said tape is a magnetic tape. 

8. (Currently Amended) TheJRape cutting-out equipment according to claim 2, wherein 
said tape is a magnetic tape. 

9. (Currently Amended) The Ttape cutting-out equipment according to claim 3, wherein 
said tape is a magnetic tape. 



10. (Currently Amended) 

said tape is a magnetic tape. 



The T tape cutting-out equipment according to claim 4, wherein 
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1 1 . (Currently Amended) The Ttape cutting-out equipment according to claim 5, wherein 
said tape is a magnetic tape. 

12. (Currently Amended) The T tape cutting-out equipment according to claim 6, wherein 
said tape is a magnetic tape. 

13. (Currently Amended) The T tape cutting-out equipment according to claim 1, wherein 
said tape is an optical recording tape. 

14. (Currently Amended) The T tape cutting-out equipment according to claim 2, wherein 
said tape is an optical recording tape. 

15. (Currently Amended) The T tape cutting-out equipment according to claim 3, wherein 
said tape is an optical recording tape. 

16. (Currently Amended) The T tape cutting-out equipment according to claim 4, wherein 
said tape is an optical recording tape. 

17. (Currently Amended) A^ The tape cutting-out equipment according to claim 5, wherein 
said tape is an optical recording tape. 
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18. (Currently Amended) A- The tape cutting-out equipment according to claim 6, wherein 
said tape is an optical recording tape. 

19. (NEW) A tape production supporting apparatus to cut out tape from a pancake, the 
apparatus comprising: 

an input unit used in setting a plurality of winding lengths scheduled to be produced in a 
production plan of a current day; 

a memory unit which memorizes position data of defect portions of a tape in a pancake; 

a computing unit which calculates combinations of winding lengths which can be wound 
without including the defect portions, said combination calculations being based on the position 
data read from said memory unit and the plurality of winding lengths; 

a ratio computing unit which obtains a ratio of usable tape from said pancake based on 
the combinations of the winding lengths calculated by said computing unit; and 
an output unit which outputs judgment results of said ratio computing unit. 
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